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Europump Aquatec Sensor 4-diaphragm fresh water pump

Electronic system keeping the pressure constant but allowing the water flow variation avoiding
pulsations by opening the tap.

Fresh water pumpsCode V Flow l/min Max current 
draw A

Max pressure bar  mm OPTIONAL 
filter

16.514.00 12/24 13.5 7 35 PSI/2.45 BAR 238x114x104 16.544.10

Snap hose connection. 2 x 1/2" hose adaptors + 2 x 5/8" straight and elbow hose adaptors (total 4 pcs) included

 

E 16.532.01 E 16.532.05/06
E 16.532.21 E 16.532.25/26

Europump plug-in quick fittings
Plug-in quick fittings for Europump pumps and fresh water pumps

 

 Fittings | Fresh water pumps | PumpsCode Type Code Type
16.532.01 1/2” straight thread 16.532.21 1/2” 90° thread
16.532.05 14mm Ø straight 16.532.25 Ø 14mm  90°
16.532.06 19mm Ø straight 16.532.26 Ø 19mm  90°

 

Europump spare pressure switch for fresh water pumps
Pressure switch for Europump fresh water pumps

 

 Pumps | Fresh water pumpsCode For pumps
16.540.01 16.506.03;16.503.12; 16.512.12; 16.512.24
16.540.02 16.517.12; 16.517.24; 16.520.12; 16.520.24
16.540.03 16.509.12
16.540.04 16.510.12

 

Europump strainers
16.533.01 Spare strainer with stainless steel mesh.
Plug-in mounting into the pump, quick fittings series 16.532.XX. Also suitable for
Flojet and Jabsco pumps. 

 

 Strainers | Pump spares

 

Centrifugal pump for sinks
To be installed flush with the tank base. Non self-priming.

PumpsCode V Flow l/min Head m Hose adaptor Ø mm  mm

16.184.74 12 6.6 2 11 88x45

 

WHALE fresh water pumps
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WHALE Watermaster fresh water pump
IP65           

           

An evolution of the Universal model, the Watermaster 4-diaphragm pump with automatic pressure
switch is even quieter and gives high flow rates for systems up to 4 taps. IP65 rated fully sealed
protective motor housing.Self-priming up to 3 metres, it works well in dry mode or in salt water. Fitted
with a third wire to be connected to a warning light indicating operation. Inlet strainer.

 WHALE Code V Flow l/min Current 
draw A

Pressure 
Bar

Inlet/Outlet fitings
RETAIL (1pcs) BULK (10pcs)

- 16.700.12 12 8 4 2 quick fitting for 15-mm hose
16.700.15 16.700.13 12 11.5 8 3 quick fitting for 15-mm hose

16.700.19 Inlet strainer
17.815.87 Fittings for 1/2" male outlet.


