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Tanks, propellers, impellers52

Fuel primer bulb
Fitted with valves and hose adapter.

 Fuel bulbCode Ø mm Length mm For hose Ø mm
52.732.00 45 108 8

 

High-capacity suction pump for petrol
Made of PVC, large capacity model, display blister pack.

 Fuel bulb | Fuel primer bulb Pipes and fuel hosesCode Ø mm Length mm For fuel hose Ø mm
52.732.01 50 145 10

 

Fuel suction pump with multiple hose adapters
Made of special technopolymer. Fitted with removable 6/8/10-mm Ø fittings.

 Fuel pumps | Fuel primer bulb | Fuel bulbCode Ø mm Length mm For fuel hoses Ø mm
52.732.02 47.5 145 6/8/10

 

Hose fitting spring
 Hose fitting springsCode Description

52.014.00 Stainless steel spring for fuel hose fitting to connector or primer 100
 

E 52.732.57

E
52.732.55

E 52.732.56

E 52.732.30
E 52.732.20/21

Fuel connectors Johnson/Evinrude
 Fuel connectorsCode Description

52.732.20 Female connector, engine side or tank side (orig. 174508). 8-mm Ø hose adaptor.

52.732.21 Female connector, engine side or tank side ((orig. 176445). 10-mm Ø hose adaptor.

52.732.30 Male connector for application on engines, with valve
52.732.55 Male connector for tanks, with thread, for screwing onto the tank (orig. 772681)
52.732.56 Male connector with hose adaptor, for wheel connection
52.732.57 Male connector with double hose adaptor, for wheel connections

 

E 52.732.59 E 52.732.49

E 52.732.58

E 52.732.51

E 52.732.43/44 E 52.732.50

Yamaha fuel connectors 
 Fuel connectorsCode Description

52.732.43 Yamaha Ø 8 mm (5/16") female connector, engine or tank side (OEM 6Y1-24305-06-00 / 6G1-
24305-05-00). To be used instead of the old model 52.732.41 (OEM 6E5-24305-25)

52.732.44 Yamaha Ø 10 mm (3/8") female connector, engine or tank side (OEM 6Y2-24305-06-00 / 6E5-
24305-06-00). To be used instead of the old model 52.732.42 (6G1-24305-05)

52.732.51 Male connector, engine side. Also suitable for Mercury/Mariner from 1988, engine side (orig. 6G1-
24304-10-00)

52.732.58 Wheel male connector with hose adaptor
52.732.59 Wheel male connector with double hose adaptor
52.732.49 Threaded male connection for tank latest model 1/4" - 18 NPT
52.732.50 Threaded male connection for tank old models 1/4" - 18 NPT
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52.
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E 52.805.52

E 52.805.53

E 52.805.54/64

E 52.732.43/44

E 52.805.57

Fuel connectors Mercury/Mariner
 Fuel connectors

Code Version
52.805.70 Female connector, engine side with hose adaptor
52.805.71 Female connector, tank side with threaded brass hose adaptor
52.805.80 Male connector, tank side with hose adaptor

52.732.51 Male connector, engine side. Also suitable for Mercury/Mariner from year 1988, engine side 

52.805.52 Male connector for tank
52.805.53 Mercury male connector, tank side, screw-in onto this latter, from year 1997
52.805.54 Female connector, tank side from year 1997 (orig. ref. 22-13563-Q7). 10-mm Ø hose adaptor
52.805.64 Female connector tank side from year 1997 (orig. ref. 22-13563-Q7). 8-mm Ø hose adaptor
52.732.44 10-mm (3/8") Ø female conncetor, engine side from year 1988 (orig. 22-13563Q3). 

52.732.43 8-mm (5/16") Ø female conncetor, engine side from year 1988 (orig. 22-13563Q3). 

52.805.57 Male connector with hose adaptor for wheel connection


