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Rubbing strakes and rubber extrusions44

Anti-draught guide
Designed to seal sides against draught between two glasses, made of AISI 316 stainless steel.

Profiles Profiles, gaskets and wirewaysCode Height mm Width mm Rod length m
44.751.18 17.2 14 2.44

 

Stainless steel hook
Fitted with universal swivelling joint.

Hooks for windscreensCode

44.473.00 10

 

E 44.010.01

E 44.010.03

E
44.010.02

Wireway designed for mounting boat awnings, canopies and cushions
using an insert
Boat awnings, canopies and cushions are fastened by means of a relinga insert.

CanopiesCode Description Package m Roll 
m

44.010.01 Tray in white semirigid PVC for hoods and bimini tops 4 -
44.010.02 Tray in white semirigid PVC for cushions 4 -
44.010.03 6.5-mm Ø soft PVC rod for insert. To be sewn into fabric. - 60
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Profile designed for beading boat protection cradles
Made of flexible PVC. Grey colour.

ProfilesCode Width mm Height mm Roll m
44.756.85 73 16 24

 

Marina Fenders
Fendering for marinas, quays and piles
Made of flexible black PVC. Also suitable as bumper fendering for fishing vessels.

 Profiles | Marina fenders | docking fenders | pile Code Cut-down size m  mm
44.020.00 2 70 base x 70 projection

 

Profiles designed to protect wharfs, quay and mooring poles
Made of flexible gray PVC.

 Profiles Marina FendersCode Cross section mm Rod m
44.021.00 72x30h 2


